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Stakeholder engagement relating to this task*  











WHERE is/are the company(ies) 







Is this deliverable a success 
story? If yes, why?  
If not, why? 
 Yes, because the report shows the effective results 








Will this deliverable be used? 
If yes, who will use it? 
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1 Introduction	
This document  summarizes  the activities on Real‐Time  (RT) processing of  the AtlantOS profiling 
floats fleet, and explains the delayed‐mode (DM) processing as forecasted for the years to come. 









as  Oxygen  are  performed  by  IFREMER/Coriolis,  Chlorophyll‐a/Nitrates  concentrations  and 






































The whole BGC  floats  fleet  is  functioning properly, automated programming of changes  in  their 























Management  Team  (ADMT)  specifications  for  Temperature  and  Salinity,  and  on  the  Bio‐
Geochemical  Argo  Data  Management  Team  (ADMT)  recommendations  for  Dissolved  Oxygen, 
Chlorophyll‐a, Nitrates, Backscattering and Radiometry. 
 













located  at  Ifremer/France  and 
FNMOC/USA, are in charge of collecting 
the  processed  Argo  data  from  the  11 
DACs and to provide users with access to 
the best version of an Argo profile. Data 





 DACs  (Data  Assembly  Centres),  they 
receive  the  data  from  the  satellite 
operators,  decode  and  quality  control 
the  data  according  to  a  set  of  19  real 
time  automatic  tests  agreed  by  the 
international  Argo  programme. 






in  order  to  provide  the most  comprehensive  data  sets  (including  non‐Argo  data)  of  the 
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"orphan" floats (i.e. float deployed by an institute that does not have a capability to perform 











o The French DAC: The French Argo Data Assembly Centre, Coriolis, which  is  located 
within IFREMER‐Brest and operated by IFREMER with support of SHOM, processes 
float  data  deployed  by  France  and  from  other  European  (Germany,  Spain, 
Netherlands, Norway,  Italy,  Finland, Greece,  Bulgaria)  and  several  non‐European 
countries (e.g. Chile, Mexico). 































been devised, based on  statistical methods, and  scientific expertise  from principal  investigators 

































After  the  automated  RTQC,  data  are  integrated  into  the  GDAC  and  provide  users with  access 
channels adapted to various modes of use: ftp access allowing data download for operational users, 











processing  chain  developed  by  IFREMER  is  available  to  the  Euro‐Argo  and  Argo  communities. 
IFREMER/Coriolis DAC (Data Assembly Centre) implemented the chain for processing the first floats 
in January 2018. A specific processing chain has been implemented for the Deep float deployed in 






































Within  the  AtlantOS  project  timeline,  the  official  BGC‐Argo  program  emerged 
(http://biogeochemical‐argo.org/) and has been endorsed by the Global Argo Program, establishing 
a  community  assessed  implementation  plan  (https://doi.org/10.13155/46601)    including  the 
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O2  DOI	10.13155/39795	 DOI	10.13155/46542	 Implemented	
NO3  DOI	10.13155/46121	 Drafted	 Pending	
pH	 DOI	10.13155/57195	 DOI	10.13155/57195	 Implemented	
Chl‐a	 DOI	10.13155/39468	 DOI	10.13155/35385	 Implemented	
Bbp  DOI	10.13155/39459	 Drafted	 Implemented	















3	 Bad	data	but	potentially	correctable	 Not	 to	 be	 used	without	 scientific	
correction	
4  Bad	data	 	


























real‐time  adjusted  Chl‐a,  including  the  treatment  and  correction  of  the  so‐called  Non‐
photochemical  quenching  bias  that  affects  Chl‐a  when  measured  by  a  fluorometer  sensor. 
Additionally, it has been shown (Roesler et al., 2017, DOI: 10.1002/lom3.10185) that the global fleet 
of  fluorometers  is on average overestimating  the concentration of Chl‐a by a  factor of 2. As  for 
backscattering coefficient a reprocessing of Chl‐a has been coordinated in 2018 by Coriolis and LOV 
in close cooperation with other DACs. Chl‐a data provided by AtlantOS floats are quality controlled 




integrated  the  new  capabilities  of  referencing  the  measurements  to  air,  thanks  to  the 
implementation of the oxygen optode sensor on a stick.  The duration of data acquisition, close to 
two  years,  is  now  sufficient  long  to  envisage  adjustment  for  any  sensor  drift  according  to 
international recommendations. 
 Nitrate	concentration	
The consensus has not yet been reached  internationally regarding  the real  time qc  tests  for  the 
NITRATE  concentration  (mainly  for  saturated  channels of  the  sensor  and  spikes),  so  the official 
documentation  is  still  pending.  Hopefully  the  NITRATE  sensors  of  the  AtlantOS  floats  are  not 




of  AlanttOS,  thanks  to  GlODAP  v2  to  retrieve  reference  NITRATE  profiles  for  any  geolocation 





qualify  radiometric  quantities  which  are  highly  dependent  on  cloudiness  and  biogenic  water 
constituents. It has been proposed that the method of choice for this qualification should be based 
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 Argo  quality  control  manual  for  CTD  and  trajectory  data,  version  3.1 
(http://dx.doi.org/10.13155/33951) 
Each DM operator might use its own tools but by essence Argo data is corrected in delayed mode 










The  improvement of data quality  from RT data to DMQC data  is achieved by comparing Argo to 
other observations (climatology, altimetry, reference databases, deployment CTD, etc.) and viewing 



















Figure  19:  Recent  high  quality  CTD 










































As  reported  in  the  annual  BGC‐Argo  data  management  meeting  reports 
(http://www.argodatamgt.org/Data‐Mgt‐Team/Meetings‐and‐reports) scientific teams involved in 
those  international  groups  are  still  as  the  level  of  comparing  the  different methodologies  and 
defining  strategy for BGC data DMQC .  
 Dissolved	Oxygen	
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The LOCODOX toolkit has been developed by IFREMER. It offers the opportunity to correct oxygen 
data  from each of  the  agreed method.  It works with Argo profiles  in  format 3.1  and produces 






‐ Correct  the  real‐time Quality Control  flag  (QC)  in order  to put a QC=4  (bad data)  to  the 
outliers and "hooks" at the base of the profiles (generally over the first 50m of the ascending 
profile) 



















DOXY	 Inactive	 1	to	212	 	 22/11/18	
6901027	 Yes,	
degree	3	
DOXY	 Inactive	 1	to	207	 	 22/11/18	
6901030	 Yes,	
degree	1		
DOXY	 Inactive	 1	to	202	 	 22/11/18	
6901593	 Yes,	
degree	1	
PSAT	 Inactive	 1	to	128	 0.008	 22/11/18	
6901627	 Yes,	
degree	2	
DOXY	 Inactive	 1	to	126	 0.003	 22/11/18	
6901631	 No	 PSAT	 Inactive	 1	to	32	 0.003	 22/11/18	
6901632	 Yes,	
degree	1		
PSAT		 Inactive	 1	to	120	 0.003	 22/11/18	
6901595	 Yes,	
degree	1	
PSAT	 Inactive	 1	to	22	 	 22/11/18	
6901602	 Yes,	
degree	2	
PSAT	 Inactive	 1	à	33	 0.006	 22/11/18	
6901628	 No	 PSAT	 Inactive	 1	to	7	 	 22/11/18	
6901750	 Yes,	
degree	1		
PSAT		 Active	 1	to	120	 0.004	 22/11/18	
6901751	 No	 DOXY	 Active	 1	to	103	 	 22/11/18	
6901752	 Yes,	
degree	1	
PSAT	 Active	 1	to	105	 	 22/11/18	
6901757	 Yes,	
degree	1		
PSAT	 Inactive	 1	to	129	 0.01	 22/11/18	
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PSAT	 Inactive	 1	to	10	 0.005	 22/11/18	
6901457	 No	 PSAT	 Inactive	 1	to	64	 	 22/11/18	
6901753	 No	 PSAT	 Active	 1	to	66	 0.004	 22/11/18	
6901754	 No	 DOXY	 Active	 1	to	66	 0.006	 22/11/18	
6901755	 No	 PSAT	 Inactive	 1	to	34	 0.003	 22/11/18	
6901762	 Yes,	
degree	2	








PSAT	 Inactive	 1	to	12	 0.004	 22/11/18	
6902686	 No		 PSAT	 Active	 1	to	43	 	 22/11/18	
6902805	 No	 PSAT	 Active	 1	to	44	 0.002	 22/11/18	
6902807	 Yes,	
degree1	
PSAT	 Active	 1	to	43	 0.004	 22/11/18	
6902808	 No	 PSAT	 Active	 1	to	43	 	 22/11/18	
6902810	 No	 PSAT	 Inactive	 1	to	10	 	 22/11/18	
6902811	 Yes,	
degree	2	
PSAT		 Active	 1	to	31	 0.004	 22/11/18	
6902819	 Yes,	
degree	1		
PSAT	 Active	 1	to	47	 0.009	 22/11/18	
 




be done  to cope with some specificities of  the BGC  floats. The  results on  the Deep‐Arvor  floats 
suggest a pressure effect that cannot be corrected based on the in‐air measurements only. We thus 
wait  for  validated  reference measurements  acquired  at  float  deployment  to  correct  a  possible 
pressure bias.
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The  tool  is  accessible at http://www.ifremer.fr/argoMonitoring/floatMonitoring/650.  It provides 



















































ܾܾ݌ሺߣሻ ൌ ܾܾ݌ሺߣ଴ሻ ∗ ሺ ఒఒబሻ
ିఊ with ߛ = ‐2.5 
 Quality	control	dashboard	
Information on  the cross‐correlation between  successive profiles, noise  (standard deviation and 
bias) and dark value are retrieved for each profile with some improvement in the data processing. 
































satellite observations  (see Figure 30). The Relative Percentage Difference  (RPD)  for the AtlantOS 
floats  is here  lower  than 20% which can be considered as well acceptable  for such comparison. 
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Comparison of BGC  floats measurements with Ocean Colour  is always a delicate exercise  in  the 
sense that if there are discrepancies between the two sources, it can be due to one of the two, or 
two of the two. The perspective will be to use the Ocean Colour as “reference” and to clusterise the 
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type of waters, etc.  If no  correlation  is  found  then one might  suspect  the  floats  themselves,  if 




























C.  ,  Poteau, A.  , D'Ortenzio,  F.  ,  Ras,  J.  , Drapeau,  S.  , Haëntjens, N.  and  Barbieux, M.  (2017), 
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RTQC    Real Time Quality Control 
SCOOP3    Coriolis tool for DMQC 
SHOM    Service Hydrographique et Oceanographique de la Marine 
VIIRS    Visible Infrared Imaging Radiometer Suite 
WMO    World Meteorological Organisation 
WOA    World Ocean Atlas 
  
 
 
